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Perfect for Real Estate SignsPerfect for Real Estate Signs

• Holds two 24”W x 18”H signs

• Quick-Change™ feature 
  - change signs in seconds
  - use rigid sign material 3/16” thick or less

• Grabber Hinges hold a top rider
  - keep frame from opening too far

• No Maintenance
  - all plastic, use indoors and out 

• Stabilizing brace 
  - helps keep frame stable in windy conditions

• Molded-in handle provides easy portability

• Stacking lugs
  - nest into each other when units are stacked 
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MADE IN THE USA

100 Howard Avenue
Des Plaines, IL  60018
phone (800) 772-0355

fax (847) 966-8074
Plasticade.com

Sign Blank Size: 18”H x 24”W
Outside Dimensions: 31.7”H x 26“W
Closed Thickness: 2” 
Weight: 7.5 lbs.
Colors: White and Black 
Can use all rigid sign blanks up to 3/16” thick
Two signs per frame
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Stacking Lugs

Stand the sign frame on the ground, spreading 
open the sign faces only half way. Place the 
Sign Rider in the hinge openings between the 
sign faces. Now, move the sign faces apart until 
fully extended. The hinges will “grab” the Sign 
Rider.

Sign Rider Insertion Instructions:

Stabilizing
Brace

Brace in Storage
Brace in Use

U.S. Patents
#7,337,569 & #7,302,770
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